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 Sheath Length                  Watt Density             Part Number
         in       mm        Watts    W/in2    W/cm2         120V             240V
         9      228.6       1325      99        15              —          HDC00665
         9      228.6       1500      112        17              —          HDC00666
        91⁄2     241.3       500      35        6              —          HDC00667
        91⁄2     241.3       800      57        9              —          HDC00668
        91⁄2     241.3       1000      71        11              —          HDC00669
        10     254.0       500      34        5       HDC00670   HDC00671
        10     254.0       750      50        8              —          HDC00672
        10     254.0       800      54        8              —          HDC00673
        10     254.0       1000      67        10       HDC00674   HDC00675
        10     254.0       1250      84        13              —          HDC00677
        10     254.0       1500      101        16              —          HDC00678
        10     254.0       2000      134        21              —          HDC00679
       101⁄2    266.7       1500      95        15              —          HDC00680
        11     279.4       500      30        5       HDC00681          —
        11     279.4       1000      61        9              —          HDC00682
        11     279.4       1500      91        14              —          HDC00683
        11     279.4       2000      121        19              —          HDC00684
       111⁄2    292.1       1525      88        14              —          HDC00685
        12     304.8       500      28        4       HDC00686   HDC00687
        12     304.8       600      33        5       HDC00688   HDC00689
        12     304.8       1000      55        9       HDC00690   HDC00691
        12     304.8       1100      61        9              —          HDC00692
        12     304.8       1500      83        13              —          HDC00693
        12     304.8       2000      111        17              —          HDC00694
       121⁄2    317.5       1675      89        14              —          HDC00695
       131⁄2    342.9       500      24        4              —          HDC00696
        14     355.6       1000      47        7              —          HDC00697
        14     355.6       1700      80        12              —          HDC00698
        14     355.6       2300      108        17              —          HDC00699
        15     381.0       800      35        5              —          HDC00700
        15     381.0       1000      44        7              —          HDC00701
        15     381.0       1500      66        10              —          HDC00702
        15     381.0       2000      88        14              —          HDC00703
        16     406.4       800      33        5              —          HDC00704
        16     406.4       1000      41        6              —          HDC00705
        16     406.4       2000      84       13             —          HDC17207
       161⁄2    419.1       2200      88        14              —          HDC00706
        17     431.8       1000      39        6              —          HDC00707
        18     457.2       750      27        4              —          HDC00708
        18     457.2       1000      36        6              —          HDC00709
        18     457.2       1500      55        9              —          HDC00710
        18     457.2       1700      62        10              —          HDC00711
        18     457.2       2000      73        11              —          HDC00712
        20     508.0       1000      34         5               —          HDC11652
    24     609.6       1000      28         4               —          HDC14867

 Sheath Length                  Watt Density             Part Number
         in       mm        Watts    W/in2    W/cm2         120V             240V
         6      152.4         200        23          4              —          HDC00595
         6      152.4         250        29          5       HDC00596   HDC00597
         6      152.4         300        35          5       HDC00598   HDC00599
         6      152.4         350        41          6       HDC00600   HDC00601
         6      152.4         450        52          8              —          HDC00602
         6      152.4         500        58          9       HDC00603   HDC00604
         6      152.4         600        69        11              —          HDC00605
         6      152.4         750        87        14       HDC00606   HDC00607
         6      152.4         850        98        15       HDC00609   HDC00610
         6      152.4         875      101        16              —          HDC00611
         6      152.4       1000      116        18       HDC00612   HDC00613
         6      152.4       1200      139        22              —          HDC00614
         6      152.4       1500      183        28              —          HDC16228
        63⁄8     161.9       1000      108        17              —          HDC00615
        61⁄2     165.1         500        53          8       HDC00616   HDC00617
        61⁄2     165.1       1000      106        17              —          HDC00618
        63⁄4     171.5         500        51          8       HDC00619   HDC00620
         7      177.8         250        24          4       HDC00621          —
         7      177.8         340        33          5              —          HDC00622
         7      177.8         400        39          6              —          HDC00623
         7      177.8         500        49          8       HDC00624   HDC00625
         7      177.8         600        59          9       HDC00626   HDC00627
         7      177.8         700        69        11              —          HDC00628
         7      177.8         750        73        11       HDC00629   HDC00630
         7      177.8       1000        98        15       HDC00631   HDC00632
         7      177.8       1500      147        23              —          HDC00633
        71⁄2     190.5         500        45          7       HDC00634   HDC00635
        71⁄2     190.5       1000        91        14              —          HDC00636
        73⁄4     196.9       1000        88        14              —          HDC00637
         8      203.2         200        17          3              —          HDC00639
         8      203.2         300        25          4       HDC00640   HDC00641
         8      203.2         500        42          7       HDC00642   HDC00643
         8      203.2         600        51          8              —          HDC00644
         8      203.2         750        64        10       HDC00645   HDC00646
         8      203.2         800        68        11       HDC00647   HDC00648
         8      203.2       1000        85        13       HDC00650   HDC00651
         8      203.2       1200      102        16              —          HDC00653
         8      203.2       1500      127        20              —          HDC00654
         8      203.2       2000      170        26              —          HDC00655
        81⁄2     215.9         300        24          4              —          HDC00656
        81⁄2     215.9         500        40          6              —          HDC00657
        81⁄2     215.9       1000        80        12       HDC00658   HDC00659
        83⁄4     222.3       1000      77        12              —          HDC00660
         9      228.6       500      37        6              —          HDC00661
         9      228.6       750      56        9              —          HDC00662
     9      228.6       1000      75        12       HDC00663   HDC00664

1/2" Actual .496" (12.60 mm) Diameter Hi-Density Cartridge Heaters

Part Numbers listed are for stock Cartridge Heaters terminated with 10 inch long leads (Type N Termination).
Other Terminator Program terminations and options can also be applied to stock heaters (see Ordering Information).

Ordering Information
Order by Part Number for stock Cartridge heaters with Type N
termination. Call Tempco for part numbers for stock heaters
with other Terminator Program terminations and options (see
pages 2-12 & 2-13).

Custom Engineered/Manufactured
Cartridge Heaters can be application specific; therefore for sizes,
electrical ratings, terminations and any other design features not
listed in this catalog TEMPCO will custom manufacture to your
specifications. Consult us with your requirements.

STOCK — Immediate Delivery through the Lead Conversion Program

Hi-Density
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